
Instruction manual for AC16+17 
Quick Release Wheel Skewers

Technical data:

Weight   : 51 grams (per pair)
Axle material   : 6V4 Titanium 
Lever material   : 6V4 Titanium
Clamp material   : 7075 T6 Aluminium

The AC16+17 quick release skewers are designed for both road and mountain bike use 
and are approved for use with suspension frames and forks. 

These wheel skewers are the lightest available and feature an anti-fatigue titanium axle 
which removes load from the thread for maximum durability. 

Before fitting, grease the thread and inside of the threaded nut to prevent seizure during 
use. This procedure should be carried out regularly. 

Before closing the quick release lever, turn the threaded nut clockwise until it makes 
contact with the frame/ fork drop out. Close the lever and then open it again. Turn the 
threaded nut again until it makes contact with the frame/ fork drop out again. Close the 
lever again ensuring the clamp is secure. To prevent the lever from accidental opening the 
lever should make contact with the frame/ fork drop out. This will also prevent the lever 
from accidentally being pushed into the wheel. 

Damaged skewers should be replaced immediately to prevent any possible accidents. 

The titanium axle can be shortened although this will void the warranty. If the axle is 
shortened ensure the threads are fully de-burred and the threaded nut runs smoothly along 
the thread. Failure to do this could result in damage and/ or failure of the threaded nut.

Always ensure the thread of the axle protrudes the threaded nut by a minimum of 1mm. 

Important note: Always ensure the quick releases are correctly adjusted before 
every use. 

Colours:
Constant colours can’t be guaranteed. Coloured parts can fade in sunlight.

Warranty:
Tune quick release wheel skewers are covered by a 1-year warranty against breakage 
from the date of purchase. This warranty excludes miss-use and normal wear and tear

Safety:
Before every ride check your quick release wheel skewers for correct adjustment and 
damage. Any adjustments should be made before riding to prevent possible accidents 
during use. Wheels should be inspected regularly for wear and damage.
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